


SF 30 CONTINUATION SHEET 
 
Ten Mile Creek Water Preserve Area, Central and Southern Florida Ecosystem 
Critical Restoration Project, St. Lucie County Florida.  
 
DESCRIPTIVE CHANGES TO SPECIFICATIONS: The following are descriptive changes 
to the specifications.  Specifications should be adequately marked to indicate 
that they have been changed. 
 
1. Asterisks appear before and after the line or lines where revisions have 
been made to the text on the enclosed revised pages and pertain only to the 
changes made by this amendment except where the reverse side of a page has 
been previously amended; however, these can be identified by the amendment 
number opposite the page number at the bottom of each page. 
 
2. Some specification revisions include additions with underlined text or 
deletions with line/cross-outs. 
 
3. The text changes may have necessitated reformatting of subsequent text or 
pages. If this is the case, those pages have also been issued as amended 
pages but are not marked with asterisks, underlining or line/cross-outs. 
 
SECTION 01500: 

a. On page 13, paragraph 3.8, change the first sentence to: “As soon as 
practicable, but not later than 15 days after the date established 
for commencement of work, the Contractor shall furnish and erect 
temporary project safety fencing around the active work site.” 

b. On page 13, paragraph 3.9a, change the first sentence to: “The 
Contractor shall furnish, install, and maintain barbed wire fencing 
along the entire work site boundary.” 

 
SECTION 02300A: 

a. On page 4, paragraph 1.2.1, line 3, insert “SM and SC.” after “SW-
SM”. 

  
SECTION 02331A: 

a. On page 5, paragraph 1.2.4, line 2, insert “SM and SC.” after “SP-
SC”. 

b. On page 5, paragraph 1.2.4, line 4, change 12% to 30%. 
c. On page 13, paragraph 2.2.2, line 3, delete “non-calcareous,”. 

 
SECTION 02381: 

a. On page 12, paragraph 3.9.2, replace the paragraph text with the 
following: “The surface of a stabilized layer shall show no deviations 
in excess of 1 inch when tested with the straightedge.  Deviations 
exceeding this amount shall be corrected by removing material and 
replacing new material, or by reworking existing material and 
compacting, as directed.  Measurements shall be taken perpendicular to 
the levee centerline at 200 foot intervals.” 
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DESCRIPTIVE CHANGES TO THE DRAWINGS: The following are descriptive changes to 
the drawings.  Drawings should be adequately marked to indicate that they have 
been changed. 
  
DRAWING 1/4:  

a. Remove Drawing 1/4 and replace it with the new Drawing 1/4. 
 

 
--End of Changes-- 




